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NIST Calibration Certification 
 
In order to help you meet audit, regulatory, and internal 
compliance requirements, Sensatronics offers the following 
NIST certification service. Using standards traceable to the 
National Institute of Standards and Technology (NIST), we 
provide certification as to the accuracy of our temperature 
monitors and probes using a 5-point calibration. 
 
NIST traceable devices incorporate special testing 
procedures that follow an unbroken chain of traceability back 
to the NIST standard.  This chain is important to those 
customers who are required to show that their equipment is 
properly calibrated. 
 

Service Components 
 
The service includes the following components and is available for newly purchased or previously owned 
monitors and probes. 
 
·  Certificate of calibration that includes test data. 

·  Standard 5-point temperature calibration from 5� F to 120� F (-15� C to 49� C) for 
standard/heavy duty temperature calibration and from -40� F to 40� F (-40� C to 5� C) for low 
temperature calibration. Custom calibration is available upon request for an additional 
charge.  

·  Standard 3-point relative humidity calibration at room temperature (from 20% to 80%) with 
custom calibration available upon request for an additional charge.  

·  Standard 3-point cryogenic temperature calibration from -94� F to 32� F (-70� C to 0� C) with    
5-point custom calibration available upon request for an additional charge.  

 

Contact Us  
 
Please call us at (800) 633-1033 if you require further information. 
 


